Reading Between the Lines – Automated Data Analysis for Low-Field NMR Spectra

Simon Kern, Svetlana Guhl, Lukas Wander, Klas Meyer, Andrea Paul, and Michael Maiwald
Bundesanstalt für Materialforschung und -prüfung (BAM), Richard-Willstätter-Str. 11, D-12489 Berlin, Germany

Motivation
For reaction monitoring using NMR instruments, in particular, after acquisition of the FID the data needs to be corrected in real-time for common effects using automated methods. When it comes to NMR data evaluation under industrial process conditions, the shape of signals can change drastically due to nonlinear effects. However, the structural and quantitative information is still present but needs to be extracted by applying predictive models.

Model Reaction
In the studied model reaction two aromatic substances (Eq. 1) are coupled initiated by a lithiation step:

\[
\begin{align*}
\text{NDPA} + \text{LiHMDS} & \rightarrow \text{NDPA-Li} + \text{HMDS} \\
\text{NDPA-Li} + \text{NMP} & \rightarrow \text{NDPA-LiNMP} \\
\text{NDPA-LiNMP} + \text{FNB} & \rightarrow \text{NDPA-LiNMP-FNB}
\end{align*}
\]

Eq. 1: Reaction scheme, FNB: 1-Flouro-2-nitrobenzene, LiHMDS: Lithium bis(trimethylsilyl)amide, NDPA: 2-Nitrodiphenylamine

Online NMR Spectra
- Reaction in continuous and semi-batch mode
- Two spectrometers (43 MHz and 500 MHz) were connected to process in by-pass via flow cells

Automated Data Processing
Acquired raw spectra were processed with the following tools:

- Phase correction (Entropy minimization method, [1])
- Baseline correction (Low-order Polynomial fit, [2])
- Alignment (coshift, [3])

Flexible Peak Functions
Pure component models based on Pseudo-Voigt functions (Eq. 2) can be derived via peak fitting of measured pure components [4] or by the use of spin calculations.

\[
Y = \alpha \left[ \frac{\gamma - 4 \delta \frac{\delta^2}{\delta^2 + 4}}{\delta^2 + 4} + (1 - \beta) \right] \frac{\delta^2}{(\delta^2 + \beta)(\delta^2 + 4)}
\]

Eq. 2: \(\alpha\) = maximum, \(\gamma\) = width, \(\delta\) = position, \(\beta\) = Gaussian-Lorentzian-ratio

Spectral Modeling
- Pure component models
- Mixture model
- Experimental Spectrum
- Exchangeable/ additional components

Step Changes of APC and Response NMR Signal
Fig. 4: Validation of fully automated online NMR module in direct loop control. The continuous synthesis of NDPA was monitored in an industrial pilot plant. The delay time between step changes of pumps and NMR signal change was in between 3-5 min.

Discussion
- Good agreement between LF and HF NMR spectrometers
- Suitable method for monitoring the model reactions
- Modeling of pure component spectra significantly reduces calibration effort compared to statistical models

References

This project has received funding from the European Union’s Horizon 2020 research and innovation programme under grant agreement N° 636942

www.bam.de

Sicherheit in Technik und Chemie