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Abstract—Many applications in scientific computing re-
quire solving one or more partial differential equations
(PDEs). For this task, solvers from the class of multigrid
methods are known to be amongst the most efficient. An
optimal implementation, however, is highly dependent on
the specific problem as well as the target hardware. As en-
ergy efficiency is a big topic in today’s computing centers,
energy-efficient platforms such as ARM-based clusters are
actively researched. In this work, we present a domain-
specific approach, starting with the problem formulation
in a domain-specific language (DSL), down to code gener-
ation targeting a variety of systems including embedded
architectures. Furthermore, we present an approach to
simulate embedded architectures to achieve an optimal
hardware/software co-design, i.e., an optimal composition
of software and hardware modifications. In this context, we
use a virtual environment (OVP) that enables the adapta-
tion of multicore models and their simulation in an efficient
way. Our approach shows that execution time prediction
for ARM-based platforms is possible and feasible but has
to be enhanced with more detailed cache and memory
models. We substantiate our claims by providing results for
the performance prediction of geometric multigrid solvers
generated by the ExaStencils framework.

I. INTRODUCTION

PDEs are omnipresent in many application domains
ranging from, e.g., physics, chemistry and biology to
material sciences, computational fluid dynamics and
electrical engineering. One subclass of these problems
are elliptic PDEs, which are usually discretized using
finite differences, elements, volumes or some similar
method. After the discretization, the arising system of
equations needs to be solved. For this task, one of the
most efficient ways is employing a solver from the class
of multigrid methods. However, the actual algorithmic
layout and final implementation are highly specific to-
wards a given problem and target hardware. Beyond
the differing implementations, various optimizations, that

are usually highly specific to the target platform, are
necessary to attain the best performance possible. Con-
sequently, performance portability is highly desirable,
but in reality very difficult to achieve. One possibility
to tackle this challenge is employing DSLs and code
generation techniques. Here, the problem can be spec-
ified in an abstract way while a code generator takes
care of generating and optimizing solver code. In the
domain of geometric multigrid solvers, the DFG-funded
ExaStencils project1 aims at delivering exactly such a
tool [12]. Furthermore, ExaStencils envisions the usage
of advanced performance prediction techniques to choose
performance-optimal parameter configurations [3]. In
the beginning of the project, ExaStencils was primarily
focused on high performance codes [9], [19], i.e., codes
implementing solvers that deliver the shortest time to
solution. Usually, this is achieved by targeting large
scale clusters such as JUQUEEN located at the Jülich
Supercomputing Centre [10]. However, since the impor-
tance of energy usage and efficiency is growing steadily,
target architectures beyond the classical examples of
supercomputers are being focused on more and more.
This is also shown in a recent study, which demonstrated
the viability and potential of generating code targeting
FPGA platforms using the ExaStencils framework [21].
Motivated by this success, we now aim at extending our
range of supported architectures even more by moving
to ARM processor architectures.

While our code generation techniques aim at gener-
ating an optimal solver variant for a given processor
architecture, advanced simulation methods yield the po-
tential to do just the opposite, i.e., finding a hardware
layout that is optimal in terms of performance or energy
consumption for a given algorithm or even a class of
algorithms. In particular, virtual hardware prototyping

1http://www.exastencils.org

http://www.exastencils.org


has the potential of determining optimal architectures for
certain algorithms by providing a highly configurable vir-
tual hardware. This includes, e.g., the size and hierarchy
of caches, or the width of memory interconnects.

Our vision is to combine the two worlds, i.e., that
such a hardware which is highly suitable for running
geometric multigrid solvers can be conceptualized. Con-
sequently, our code generator needs to be made aware
of said model and thus can be enabled to apply unique
performance enhancing transformations. As a first step
towards this ambitious goal, we examine our frameworks
capabilities to deal with ARM architectures as well as the
applicability and precision of our simulation approach.
We focus on a fast simulation environment to make
multicore simulations tangible.

The remainder of the paper is structured as follows:
In section II, we give a brief introduction into geo-
metric multigrid methods and present key concepts as
well as capabilities of the ExaStencils code generation
approach. Next, we describe the environment used for
our investigations in section III, consisting of simulation
environment OVP as well as the virtual and actual
reference hardware. After the two major components
have been presented, we describe the test problem used
to validate our approach and present results for said
problem in section IV. Finally, after briefly looking into
similar projects in section V, we conclude and give an
outlook towards possible extensions in section VI and
section VII, respectively.

II. GENERATING SOLVERS WITH THE EXASTENCILS

APPROACH

A. Multigrid Methods

In the following, we give a short introduction to
multigrid methods. For a more in-depth review, we refer
to respective literature, e.g., [4], [22].

The two main principles of any multigrid solver are
the smoothing property and the coarse grid principle.
In detail, classical iterative methods, such as Jacobi or
Gauss-Seidel (GS) type solvers, are able to smooth the
error within a small number of steps but require a large
number of iterations to converge. Concurrently, a smooth
function on a given fine grid can be approximated in
a satisfactory fashion using only a reduced number
of discretization points on a coarser grid. Combining
these two ideas into a single iterative solver yields the
multigrid algorithm which traverses between fine and
coarse grids in a given grid hierarchy.

One possible iteration layout is the so-called v-cycle
which is also illustrated in algorithm 1: At the begin-

ning of every step, high-frequency error components are
reduced through the application of a small number of
a, e.g., Jacobi smoother. After the pre-smoothing, an
error approximation, which is usually named residual,
is updated and then approximated on a coarser grid
in the restriction step. This approximation can then in
turn be solved by recursive application of the multigrid
algorithm. Returning from the recursive call, the current
solution on the fine grid can be corrected with the values
from the coarse grid in the correction step. At the end,
newly arising high-frequency error components are again
smoothed in the post-smoothing step.

if coarsest level then
solve Ahuh = fh directly or with specialized coarse

grid solver
else

ū
(k)
h = Sν1h

(
u
(k)
h , Ah, fh

)
{pre-smoothing}

rh = fh −Ahū(k)h {compute residual}
rH = Rrh {restriction}
u
(k)
H = 0 {initialize solution}
eH = VH

(
u
(k)
H , AH , rH , ν1, ν2

)
{recursion}

eh = PeH {prolongation}
ũ
(k)
h = ū

(k)
h + eh {correction}

u
(k+1)
h = Sν2h

(
ũ
(k)
h , Ah, fh

)
{post-smoothing}

end
Algorithm 1: Recursive v-cycle to solve u

(k+1)
h =

Vh

(
u
(k)
h , Ah, fh, ν1, ν2

)
.

B. Domain-specific Modeling and Code Generation

1) ExaSlang: Short for ExaStencils language, it is a
DSL for modeling multigrid algorithms [19]. A DSL
is a computer language designed towards a certain do-
main, in our case the domain of multigrid algorithms.
Typically, a DSL re-uses the target domain’s concepts,
abstraction mechanisms and terms by, e.g., providing the
corresponding keywords and data types. DSLs can be
subdivided into two classes: First, internal (or embedded)
DSLs, where the new language is created by extending or
restricting an existing language such as Java, C or C++

by introducing or removing keywords and data types.
Implementation-wise, usually the language’s standard
compiler is modified to accept the new elements. Second,
external (or standalone) DSLs, which are completely
newly designed programming languages. This approach
provides greater freedom and flexibility in terms of syn-
tax and semantics for language designers, albeit resulting
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Fig. 1. ExaSlang consists of four layers of abstraction [19]. Orthogonal to the algorithm specification, a description of the target hardware
is provided to generate optimal code.

in a larger implementation effort, as compilers have to
be built from scratch.

ExaSlang is designed and implemented as an external
DSL and features a hierarchical design, with the different
layers of abstraction adjusted towards the conception of
different classes of users. This structure is illustrated
in figure 1. The complete development of an ExaSlang
program would start with the formulation of an equa-
tion to be solved at ExaSlang 1 (short for ExaSlang
Layer 1), followed by an appropriate discretization at
ExaSlang 2, followed by the specification of stencils and
multigrid components at ExaSlang 3, and concluded with
the addition of implementation aspects at ExaSlang 4.
Orthogonal to all the algorithmic layers, a description
of the target hardware platform is specified to generate
hardware-specific and thus efficient code. By design,
these language layers are adjusted to the conception
of different classes of users. Another benefit from this
hierarchical structure is the large design space that is
left to explore (and exploit) by ExaStencils’ automatic
optimization components, by, e.g., selecting a suitable
discretization for equations specified at ExaSlang 1 or
generating communication patterns at ExaSlang 4 for
multigrid components specified in ExaSlang 3. A more
thorough overview of ExaSlang and our framework for
code generation is given in [19].

2) Code generator: Based on a previous evalua-
tion [20], the ExaStencils code generator has been imple-
mented in Scala. User-specified input in one ExaSlang
layer is read using Scala’s parser combinator techniques
and represented in form of a tree. For each language
layer, specialized data structures exist that are instanti-

ated while reading the user input. These data structures
than can be progressed, i.e., converted, to the next
language layer. ExaSlang 4 data structures are converted
into another abstraction layer called intermediate repre-
sentation (IR), which finally is emitted as C++ code.

Modifications to the program currently generated are
done by applying a sequence of transformations. Tech-
nically, they employ Scala’s powerful pattern matching
capabilities to specify code modifications in a functional
manner, where a pattern to be found and a corresponding
replacement structure may be specified. Albeit each
transformation tends to be small and very specialized,
they can be aggregated into strategies to perform a
certain task in the code generation process. An exam-
ple is the resolution of expressions into constants, a
typical compiler optimization. Mathematical expressions
employing (numeric) constants and function calls might
be evaluated at compile time. Thereby, first the func-
tion calls need to be evaluated. Second, mathematical
constants need to be resolved to their numerical values.
Finally, the mathematical operators need to be evaluated
to replace the expression with its result.

3) Low-level optimizations: Besides generating
solvers for a wide range of configurations and problem
descriptions, our code generation framework is also
able to apply optimization transformations [12].
These transformations allow generated programs to be
automatically tuned towards target hardware platforms.
Implemented optimizations can be classified into
polyhedral and traditional optimizations [8]. The latter
include address pre-calculation for reducing the number
of integer operations carried out in specific kernels, loop



unrolling for mitigating the overhead introduced by loops
around actual calculations, arithmetic simplifications
similar to the ones carried out by target compilers, and
vectorization in order to increase throughput.

For polyhedral optimizations, a model for each pro-
gram part to be handled is extracted. Usually, this is done
at loop level, that is, for each top-level loop a separate
representation is set up. Using them, dependencies can
be determined easily and various optimization are now
possible, such as merging loops in order to reduce loop
overhead and enable further optimization by, e.g., im-
proving data locality, an extended version of dead code
elimination to remove unnecessary operations, tiling to
optimize caching behavior and thus reduce runtime of
memory bound kernels, and finding an optimal schedule
with respect to the detected dependencies by optimizing
a given objective function as, e.g., the reuse distance.

III. ENVIRONMENT

The next sections describe our evaluation setup. Start-
ing with an overview about the simulation environment
OVP and our actual reference hardware in the first two
sections, the last section describes the components of our
corresponding virtual hardware.

A. Open Virtual Platforms
The simulation environment and technology from

Open Virtual Platforms (OVP) was developed for high-
performance simulation of embedded architectures. It
permits analysis of virtual platforms containing multiple
processor and peripheral models as well as debugging
applications running on the virtual hardware. The OVP
simulation technology is extensible and provides the
ability to create new processor models and other platform
components. This is done by writing C or C++ code that
uses APIs and libraries supplied as part of OVP [6].
Figure 2 shows an overview about how a basic OVP
simulation with one processor works. This example uses
the C programming language for defining a hardware
platform and for implementing the application to run on
that platform.

The OVP simulator is an instruction-accurate simula-
tor which means, that the functionality of a processor’s
instruction execution is represented without regard to
artifacts like pipelining. Consequently, statements about
a program’s execution time cannot be given with high
precision as any conversion to time has limited accuracy
compared to actual hardware.

Apart from complete programs, it is also possible to
measure how many instructions were executed for iso-
lated code snippets. Assuming a perfect pipeline, where

one single instruction, e.g., a floating point operation, is
executed per cycle, the total execution time tr is given
by

tr =
instruction count

MIPS rate of processor
, (1)

where MIPS is million instructions per second.
In contrast to the single processor variant, OVP multi-

processor simulations are not working concurrently.
Here, for efficiency, each processor advances a pre-
defined number of instructions and then signals that it
has finished its so-called quantum [6]. As the simulated
time is moved forward only at the end of a quantum,
simulation artifacts can be introduced. An example for
this can be given by a processor spending its time in
a wait loop while waiting for the quantum to finish.
To avoid such artifacts, the quantum has to be set
very low, in the worst case even to one instruction
per processor, which will have a significant impact on
simulation performance. The quantum can be adjusted
in the simulator settings [7].

B. Reference Hardware

As reference hardware we chose an Altera’s devel-
opment kit board [1] with Cyclone V SX SoC-FPGA.
It includes a hard processor system (HPS) consisting
of a dual-core ARM Cortex-A9 MPCore processor,
NEON coprocessor with double-precision FPU, multi-
port SDRAM controller with support for DDR2 as well
as DDR3 and a set of peripheral controllers. The Cortex-
A9 cores are connected to 1 GB DDR3 RAM operating
at 400 MHz. These blocks are connected via multilayer
AXI interconnect structure. Programmable logic part of
the SoC is a high-performance 28 nm FPGA. The HPS
and FPGA part of the chip are connected via high-
bandwidth (> 125 Gbps) on-chip interfaces.

All the tests presented in this paper use only the HPS
part of the board, the FPGA part is not used. The Cortex-
A9 MPCore runs a Linux kernel version 3.16.0.

C. Virtual Hardware

Our OVP virtual hardware platform implements just
a part of the actual Altera Cyclone V SoC reference
hardware [5]. Specific and unnecessary hardware parts,
e.g., the FPGA block, are not implemented. Yet, all
components required for running a Linux kernel and
guaranteeing correct hardware functionality for our test
cases are available. Figure 3 shows a subset of im-
plemented hardware components. The virtual hardware
allows to boot the same Linux kernel as the actual
hardware does.
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Fig. 2. Operating principle of a basic Open Virtual Platforms simulation.
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IV. CASE STUDY

A. Problem Description

For our experiments, we choose a diffusive type
PDE as it arises in many application domains such as
physics, material sciences, computational fluid dynamics
and many more. In detail, we consider the steady-state
heat equation with Dirichlet boundary conditions on the
unit square:

−div (a gradu) = f in Ω ,

u = g on ∂Ω .
(2)

Here, a : Rd → R describes, e.g., the thermal con-
ductivity of the material. Furthermore, Ω = (0, 1)d,
div : Rd → R is the divergence and grad : R → Rd

is the gradient.
From this family of problems, we chose one special-

ized case which is given by

f(x, y, z) = −2k
(
(y − y2)(z − z2)

+ (x− x2)(z − z2) + (x− x2)(y − y2)
)

a(x, y, z) = −ek(x−x2)(y−y2)(z−z2)

u(x, y, z) = 1− e−k(x−x2)(y−y2)(z−z2) .
(3)

Additionally, k and g are chosen to be 10 and 0,
respectively.

The arising equation is then discretized on a regular
grid with 28 + 1 grid points per dimension using finite
differences. This, in consequence, results in a linear
system of equations (LSE) with roughly 16 million
unknowns, which is then solved using our generated
geometric multigrid solver. The solver itself uses a
V(3,3)-cycle with a damped Jacobi smoother and a

conjugate gradient (CG) coarse grid solver. Optimization
of the implementation is carried out using the techniques
described in section II-B3 except of vectorization, which
is deferred to future work.

We execute the solver generated by the ExaStencils
framework and compiled for the chosen target platform
as described in section III-B. Due to the (very) limited
memory, fitting our test problem onto the hardware leads
to some problems. For example, the stencil coefficients,
which vary for every grid point, are usually stored and
re-used in order to decrease computational intensity.
However, in our context, this approach is not possible
which is why we switch to computing the coefficients on
the fly at the cost of additional computational overhead.

B. Results

When generating and executing the solver described
previously, we have the option of adding parallelization
based on OpenMP. For our test problem, an almost
identical behavior and nearly perfect scaling can be ob-
served for both cases (with and without parallelization).
Thus, for reasons of clarity, we choose to limit our
presentation to the OpenMP case. For our measurements,
the generated solver is compiled and, using the same
binary, executed on the real and the simulated platform,
respectively.

As can be seen in figure 4, a high timing prediction
accuracy is achieved for compute-bound parts of the
problem, namely smoothing and updating the residual. In
detail, we measured a deviation of less than 20 %, which,
in turn, can be mostly attributed to non-optimal pipeline
usage in the computation of the exponential function.
As said computation is currently done using a library
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Fig. 4. Measured and simulated times of multigrid components for a whole solving step on a log scale. Names of computational kernels
map directly to the algorithm description in Algorithm 1.



routine, the resulting discrepancy is constant.
Since the utilized OVP simulation does not yet contain

a sophisticated memory model of the platform including,
e.g., private and shared caches, there are bigger deficits
when targeting computational kernels that are memory
bound. In our tests, this is reflected in the times for
restriction and setting the solution as depicted in figure 4.
However, considering that our simulation model is still in
an early development stage, and that a detailed memory
model will enhance applicability, our simulation results
motivate our approach.

V. RELATED WORK

One of the most well-known projects about code
generation is SPIRAL, who optimize by applying linear
transformations. In recent work [11], support for the
ARM vector extensions NEON was added.

Generating code based on algorithmic descriptions in
DSLs is widely used in the domain of imaging process-
ing. For instance HIPAcc is able to utilize (embedded)
CPUs and GPUs [13] and also FPGAs [18]. Its DSL
is embedded into C++, while the compiler back-end uses
Clang and LLVM as its foundation. Albeit being possible
to implement multigrid algorithms, certain smoother
types cannot be described. Furthermore, computational
domains may only be two-dimensional. Another example
from the same domain is Halide [15], which also utilizes
C++ as its host language for a functional representation
of the algorithm. It can also generate code using ARM
NEON vector extensions.

More generally, Renderscript [2], a framework for run-
ning computationally intensive tasks on Android devices,
generates code for the very architecture it is running on,
based on LLVM bytecode. This device-specific code is
cached permanently. Renderscript is implemented as an
internal DSL based on C99, which has been extended by
support for vector types.

Looking at development in HPC hardware, a lot of
effort has gone into the research of architectures con-
sisting of embedded processors. This topic is not only
interesting to academia [14], [16], but also large indus-
trial manufacturers are researching or already building
such systems.

VI. CONCLUSION

We demonstrated that, using the ExaStencils frame-
work, code generation starting from an abstract DSL
representation is possible and viable also for ARM-
based target platforms. For this target, no changes in the

DSL code are necessary, which allows for an efficient
evaluation of different hardware platforms by end users.

OVP-based simulations of our generated solvers attain
a prediction errors below 20 % for compute-bound parts,
which is reasonably good for our setup. In contrast,
the insufficient memory model of the simulation tool
reflects in the results for memory bound parts of our
solvers. Nevertheless, we think that this deficiency can
be resolved in the future and that accurate predictions
for the complete application are possible.

This further motivates our long-term goal of designing
potential future hardware highly attuned to the needs
of special classes of applications, such as our multigrid
solvers, and gives us the opportunity for rapid design
space exploration of low power hardware.

VII. FUTURE WORK

Following our results, the next step necessary is to
extend our simulation model to make the results even
more accurate. Firstly, we plan to add a memory model
that allows getting precise results concerning chache
hierarchies and memory accesses. Secondly, an energy
model is of high interest to us. With it, precise statements
about energy consumption in specific parts of the code,
or in the whole application, can be obtained. The foun-
dation for these extensions special to our ARM model
is already given as the OVP platform currently supports
both, modeling of memory accesses [7] and energy [17].

For the code generation process, support for ARM
NEON will be added to increase performance—and
most probably—energy efficiency of the resulting code.
Furthermore, our code generator is already capable of
emitting code parallelized not only with OpenMP but
also with MPI. Thus, it would be highly interesting for us
to evaluate the performance of generated solvers on small
and large scale ARM clusters like the ones developed by
the Mont-Blanc project [16].

Since the platform used for evaluation in this work
features a reconfigurable component, investigating the
hardware/software partitioning, i.e., doing a hybrid par-
allelization using both ARM cores and the FPGA chip
at the same time, would be a worthwhile research goal.
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